	[bookmark: _GoBack]Point to Point Radio Survey
Range  25.177 Km
	Survey Date:
	


	Site A (The End You Are At)
	Site B (far end)

	Yeovilton PSR
	Mendip Transmitter

	Azimuth º
	Requested Lats / Longs (your end)
	Azimuth º
	Requested Lats / Longs (far end)

	3.40
	51.01107N  002.64155W
	183.40
	51.23715N  002.62533W 

	Actual Lats / Longs (your end)
	Actual Lats / Longs (far end)

	

	 

	Reason for change of Lats / Longs (if applicable)
	Reason for change of Lats / Longs (if applicable)

	

	 

	Survey Position (you also need to photograph this)
	Survey Position (far end)

	

	 

	Existing Structure Height & Details (your end)
	Existing Structure Height & Details (far end)

	

	

	Engineers Names (you)
	Engineers Names (far end)

	

	


	Prediction Supplied by TES

	Height (m)
	RSL (±5dBm)
	Notes
	Height (m)
	RSL (±5dBm)
	Notes

	24
	-66 dBm ± 5 dB
	 
	100
	-66 dBm ± 5 dB
	 

	Results of Survey
If the RSL is not within the ±5dBtolerance of the predicted RSL, then the antenna height should be increased by 5m/10m steps until the RSL is within the predicted ±5dB tolerance.

	Your End
	Far End

	Height (m)
	RSL (dBm)
	Notes
	Height (m)
	RSL (dBm)
	Notes

	24
	

	

	100
	

	


	

	

	

	

	

	


	

	

	

	

	

	


	

	

	

	

	

	


	

	

	

	

	

	


	

	

	

	

	

	


	Comments:

	 

	

	

	Signed
	Print
	Date

	 
	 
	 




